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INSTALLATION OF THE 25185/25179 POSITION STOP SHOCK ASSEMBLY

1. Loosen bolts on Position Stop Shock Absorber Assembly. (Item 1)
INSTALLATION PROCEDURE

Slide Stop Shock Absorber Assembly into ETA rail with (Detail a) portion of assembly below rail.2.
After Stop Shock Absorber Assembly is positioned torque bolts to (see below)3.

Part # 25185 (ETA-4/5 Rail) 
  
Torque bolts to: 55 ft. lbs.

Part # 25179 (ETA-8 Rail) 
  
Torque bolts to: 65 ft. lbs.
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a

© Copyright 2011, Unified Industries, Inc. Phone: 517-546-3220 www.unified-ind.com
12



© Copyright 2011, Unified Industries, Inc. Phone: 517-546-3220 www.unified-ind.com

INSTALLATION OF THE 78287 SAFETY CABLE ASSEMBLY
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ETA Runway
ETA Double end cap
Hanger or Top Splice Block

2
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Splice Block

Splice bar assembly torque 
requirement: 
  
25514 ETA-4/5 - 19 ft. lbs. 
25552 ETA-8  -   65 ft. lbs.

Note: Hanger must 
be within 1' of 
splice.

REF. DESCRIPTION

INSTALLATION OF AN ETA RAIL SYSTEM
STEP 1: Insure that your overhead steel will comply with your system to be installed (ie):

1.    Weight.
2.    Hang points.

STEP 2: You must first slide the hanger assembly into the upper channel of the rail. Move hanger to the 
approximate desired location. Follow hanger installation instructions on pages:

Unified Ind. Strongly recommends the use of non-coated safety cable
on all hangers.

SAFETY NOTE

When splicing two rails together:

1.    Slide lower portion of hanger or splice block (Item 1) into top channel of one rail, insert rod end or top splice bolt, (item 4) into place. 

       Slide second rail onto hanger or splice block and ETA splice bar assemblies from the other side, insert rod end 

2.    Now that the two rails are butted up to each other, center ETA splice bar assemblies, (Item 5)
       across both rails and tighten to recommended torque. This will insure that the running surface and guide roller

surface remain flush to each other.
3.    Now tighten upper rod ends or upper splice bolts, (Item 4) until snug against rail.

Insert ETA splice bar assemblies into both side channels of one rail. (Item 5)

or second top splice bolt into place.

STEP 3: Lift and roll end trucks into runways. Position bridge a safe distance from ends of runways
and install end caps, (Item 2) per instructions. 

STEP 4: SYSTEM CHECK
1.   Check all bolted connections to insure

2.   Check that runways are level (only adjustable hangers)
3.   Check all splice connections to insure all
      running surfaces and guide roller surfaces
      are flush.

      they are all secure.

NOTE

ETA Bridge
Top lock nut
ETA Splice bar assembly
Top Splice Bolt/Hanger Bolt4

5
6
7
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8a8c

8b

8d (for Kits with FRL/FRL Option)

8e

1 ETA Runway
2

Coiled Hose Assembly

3

Festoon Cable Assembly

4

Air Hose Bracket
5

Festoon Bracket

6

ETA Bridge

Whip Hose
7

ETA Double end cap

REF. DESCRIPTION

INSTALLATION OF THE ETA COILED HOSE RUNWAY & BRIDGE FESTOON PACKAGE

1.



Run coated cable end with rod end through coiled hose assembly (Item 5).2.

3.

4.

Unified Industries, Inc. recommends the use of a Filter Regulator or Filter Regulator Lubricator with any air festooning.

5. Attach plant air supply to whip hose (Item 8a) on festoon bracket (runway festoon kit only).

Install coiled hose to bottom elbow on festoon bracket (Item 4a).6.

8.
9.

Connect free end of runway whip hose (Item 8b) to open end of air hose bracket (Item 6), on bridge. (Air Hose bracket included in bridge kit)10.

Tighten connections to fix leaks as required.
Pressurize system and check for leaks.

Note: ETA runways should be installed level and secured, per instructions prior to festoon installation.

Attach ETA Double End caps per instructions. (Item 2)

INSTALLATION PROCEDURE
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SYSTEM CHECK

channel of one ETA runway or bridge. Locate on end of rail closest to plant air supply. Place the other bracket (Item 4b), on other end of the same runway rail.
Each festoon package (Runway or Bridge) comes with (2) festoon brackets (Item 4). Slide the one with elbows and coated cable ass'y attached (item 4a) into top 

Remove one of the two jam nuts on rod end and attach it to the other festoon bracket, (Item 4b), at other end of runway, (cable comes cut and assembled to length).

After the rod end has been inserted into festoon bracket put second jam nut on rod end on opposite side of bracket. Adjust jam nuts until proper 
cable tension is achieved and tighten jam nuts against bracket.

Use coupling and attach whip hose (Item 8b) to other end of coiled hose.7.
Install bridge per instructions (Item 3).

If using FR or FRL:

Attach a whip hose (Item 8c) to Air Hose bracket on bridge and to FR or FRL.
Connect another whip hose (Item 8d) to FR or FRL and top elbow of Bridge festoon bracket.

If NOT using FR or FRL:
Attach a whip hose (Item 8c) to Air Hose bracket to top elbow of bridge festoon bracket.
Install coiled hose to bottom elbow on festoon bracket.
Use coupling and attach whip hose (Item 8e) to other end of coiled hose.

a.
b.

a.
b.
c.

7



4a

4b

8

11. Install Bridge Festoon Kit using brackets,cable, whip hose, and coiled hose to bridge using steps 1,2,3,4 & 6 above.
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2b

1 Hanger
2

ETA Bridge

3

Trolley w/ Saddle

4

ETA Flat Wire Anchor
5

4" x 4" x 4" Junction Box

6

ETA Runway

7

ETA Double end cap

REF. DESCRIPTION

INSTALLATION OF ETA FLAT WIRE ELECTRIFICATION

1.



INSTALLATION PROCEDURE
Loosen nuts and bolts on flat wire saddles attached to the trolleys.

2.

3.

4.

5. Install load trolley or hoist.
Roll trolleys with flat wire saddles into the end of bridge rail.6.

7.

Connect junction boxes, (Item 4),  to top of runway and on top of  bridge in locations where there will be no interference with bridge operation.8.

9. Connect plant electrification to runway junction box (Item 4). NOTE: Make sure power to wire is turned off
Attach flat wire (Item 8), to runway junction box and insert through runway flat wire anchor (Item 6).10.

Roll trolleys with flat wire saddles (Item 7), into the end of the runway closest to the power drop.

Attach ETA Double End Caps per instructions page (Item 2a).

11. Insert flat wire through saddles on runway trolleys with maximum equal spacing of five feet.
12. Install end of runway flat wire through bridge flat wire anchor (item 6) and into bridge junction box.
13. Attach bridge flat wire from bridge junction box (Item 4) and insert through bridge flat wire anchor (Item 6).
14. Insert flat wire through saddles on bridge trolleys with maximum equal spacing of five feet.
15. Connect bridge flat wire to hoist.
16. Tighten nuts and bolts on flat wire saddles.

Note: ETA runways should be installed level and secured, prior to festoon installation.

Install bridge per instructions page (Item 5).

Attach ETA Double End Caps per instructions page (Item 2b).
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8 Flatwire
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